
Description

• 2 x 18" high excursion woofer.
• Low power compression, superb quality sound
• Very high power of 2000 Wrms

Bandpass Parallel Double - Tuned Box with two 18'' loudspeakers
characterized with maximum output power. BP 218 is the optimal
decision for sports halls and stadiums because of its high SPL and bass
dispersion. It is perfect for house, techno, live music!
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LOUDSPEAKER 
Subsystem: 

Transducer Loading 

LF – 2 x 18-in cone /4” Voice Coil/ Band Pass Design

Operating Mode: 

Amplifier Channels External Signal Processing 

Single-amp Low-Cut + High Pass Filter

PERFORMANCE 
Operating Range 50 Hz – 150 kHz ( - 3 dB) 

Power handling AES 
LF – 89 Vrms ( 50 Hz – 150 Hz) 2000 W @ 4 Ω

Axial Sensitivity (2.0V@1m) 
LF – 106 dB 55 Hz to 150 Hz 

Input Impedance 
Nominal 
LF – 4 Ω

High/Low Pass Filter 
LF – High Pass => 40 Hz, 24 dB /octave Butterworth/

Low Pass => 100 Hz - 150 Hz, 24 dB /octave Butterworth/

Axial Output SPL @ 1m 
Average Peak 
LF – 139 dB 145 dB 

PHYSICAL 
Dimensions (without wheels): 580 x 780 x 1300 mm (W x L x H)
Net Weight: 107kg 

ORDERING DATA 
Description 
BP 218 

Optional Accessories 
1 x Cover 
4 x Wheels
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Dimensions

© 2022 - Clear Sound Ltd. All Rights Reserved.
Clear Sound products are continually improved. All specifications are therefore subject to change without prior notice. 

BP 218

• All dimensions are in mm


